[bookmark: _Toc90649448]Storage sidings

ŽSR provides storage siding service in traffic points on the railway network managed by ŽSR, irrespective of the transport or traffic division of the station tracks. Storage of a railway vehicle will be monitored in each traffic point with a rail branching in which a railway vehicle can be stored.

List of traffic points with tracks intended for storage siding service is presented in Annex.

[bookmark: _GoBack]Railway Undertaking, in the event of a planned long-term wagon/wagons storage shall request the ŽSR dispatching centre by telephone to store wagon/wagons or the entire train set in a traffic point with tracks intended for provision of storage track services. The dispatching centre will comply with the requirement or design another traffic point based on the current operational situation. In the case of service (operational) deactivation of the wagon / wagon, the decommissioning requirement is not required.

The beginning and end of the stay of the wagon shall be recorded in the information system by the date (calendar day) and the time (hour and minute) of the arrival and departure of the wagon from        a traffic point.

Maximum charge for the access to storage tracks earmarked for the temporary storage of wagons between two tasks Usz4

Payment (Usz4) for use of sidings allocated for the temporary stabling of wagons in between two tasks 
Usz4
in euros per every 24 hours of 1 wagon stay commenced excluding
value added tax                                     0,195

For the purposes of charging for the use of storage tracks Usz4 the following definitions apply:
Entity to be accounted for storage tracks charging - a railway undertaking which has transported the wagon to a traffic point. The provision of a service for the use of storage tracks, provided that the service provision is fulfilled, shall also be deemed to be the case where the railway undertaking has not previously requested it.
The time between two assignments - the time of the wagon storage between the arrival to a traffic point and the departure from the same traffic point in the length of a wagon's continuous stay. The time during which a wagon is outside the ŽSR railway network (tracks inside repair shops, wagon depots or locomotive depots, as well as privately - owned branch lines or sidings, leased lines, etc.) is not counted into the duration of the stay.

Determination of the starting time of storage track service

Upon completion of a train run in a destination traffic point, respectively after decoupling of wagons in an intermediate traffic point, a certain amount of time is set during which a railway undertaking carries out necessary operations related to train processing and transport operations related to stay of a train in a traffic point (handover of motive power unit, unloading of goods, removing of an obstacle on unloading, findings of goods damage, transport service administration, etc.). After this period, storage track service shall start to apply.
Based on the above mentioned, the start time for the supply of storage track service is determined to be 36 hours from the arrival of a wagon by a train to a traffic point.
In the case where a wagon arrives to a traffic point in a different way than by a train (e.g. shunting service), i.e. when a wagon is returning (also multiple wagons) from the tracks outside the railway network managed by ŽSR (siding rail, station depot), in the same or adjacent traffic point, this time period shall not be deducted from the length of storage track service provision.
Determination of the end time of storage track service
Prior departure of a train, coupled wagons from departure traffic point, or following coupling of wagons at intermediate traffic point to a continuous train, it is necessary to carry out operations related to train processing and transport operations related to a wagon. At the same time, a train ready for departure may wait for departure for traffic reasons. 
Based on the above mentioned, the end time for the supply of storage track service is determined to be 36 hours from the arrival of a wagon by a train to a traffic point.
In the case where a wagon arrives to a traffic point in a different way than by a train (e.g. shunting service), i.e. when a wagon is departing (also multiple wagons) to the tracks outside the railway network managed by ŽSR (siding rail, station depot), in the same or adjacent traffic point, this time period shall not be deducted from the length of storage track service provision.
Tracking a wagon standstill
The beginning and end of the stay of the wagon shall be recorded in the information system by the date (calendar day) and the time (hour and minute) of the arrival and departure of a wagon from a traffic point.
Charge is determined for each commenced 24 hours of a wagon storage in a traffic point, after deduction of the given times at the beginning and the end of the storage track service.
One traffic point – As a one traffic point (for the purposes of storage track service) is considered a traffic point with a unique numerical designation, as well as traffic points, which are individually numbered for internal purposes of ŽSR, but they constitute one integral technological unit (so called nodal traffic point). Nodal traffic points include:
1. Bratislava predmestie station (145169), Bratislava filiálka station (145367)
2. Bratislava východ/East (145060), Bratislava východ/East outbound yard North (191270), Bratislava východ/East outbound yard South (191288), Bratislava-Vajnory (132167)
3. Čierna nad Tisou (138602), Dobrá (138701)
4. Košice (136002), Košice freight station (136010)
5. Štúrovo (135269), Štúrovo tranzit yard (135277)
6. Trnava (136762), Trnava freight station (136788)
7. Zvolen freight station (132332), Zvolen východ/East (182337), Zvolen passenger station (132233)   
8. Žilina-Teplička (189357), Žilina-Teplička outbound yard (189365), Žilina-Teplička directional yard (189381), Žilina-Teplička Intermodal Transport Terminal (189399), Žilina-Teplička inbound yard (189373).
Applying nodal traffic point principle is only possible if transfer of wagons within the node is realized         by a shunting service. In the case where wagon shunting within a node is carried out by a train, traffic points associated within the nodal traffic point are considered as a separate traffic points.
In order to determine charges for the use of storage tracks earmarked for temporary storage of wagons between two tasks, substantial is the length of stay of a wagon on the railway lines managed by ŽSR is longer than the charge-free stay (36 hours after arrival of the wagon by train to traffic point and 36 hours before the wagon leaves traffic point). 
The item Usz4 will be charged to a railway undertaking which has delivered a wagon to a traffic point by a train (by a terminating train or transit train with processing).
Due to the fact that information on train composition is provided by a railway undertaking, even if there is a situation that the wagon is registered in a traffic point and at the same time it receives information on its occurrence in another traffic point but is not assigned to any train (the wagon has been manually entered using the PIS application) - a new date and time of arrival of the wagon in another traffic point is also the date and time of the end of the wagon stay in the original traffic point. Similarly, if the wagon is registered in the traffic point and at the same time receives information on its occurrence on the train (train inventory) in another traffic point - the date and time the departure information of such a train from another traffic point is also the date and time of ending the wagon stay in the original traffic point. If the wagon is registered in the traffic point and at the same time receives information on its arrival in the same traffic point - the date and time the arrival information of that train is also the date and time of the end of the original wagon's stay in this traffic point.

